
Automatic machine to apply self-
adhesive handles on bundles of
various products.

On each lane, the packs arriving on the
machine’s slat conveyor are slowed down and
spaced automatically, through several Intralox
conveyors belts.

The adhesive handle-tape is uncoiled by an
electronically-driven roller according to the
packs flow. Handle-cardboard (or other
materials) lamination to the adhesive tape is
performed continuously through a mechanic
double-cam device (patented).
The handle thus obtained is pasted continuously
on the pack in transit through a series of
pneumatic arms.The adhesive tape is cut by a
cutting group equipped with a cam-driven
blade. The programmable logic controller of
the machine supervises and checks the whole
cycle and the movements repetition.

On option, and according to the products to
work, the machine can be equipped with an
arch-handle device.

The handle and cardboard is electronically
centred, allowing the machine to catch up on
possible mistakes and performing automatically
the re-positioning.

The handle-tape is in transparent mono-
oriented polypropylene laminated with
cardboard (or other materials) that could be
blank, coloured or printed with advertising
signs and/or images. Each head can be
equipped with a second reel-holder for 5000-
mt-adhesive tape reels. All the machine’s models
can work on laminated adhesive tape.
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Production speed: from 25 to 100 packs per minute (single lane
models) and from 70 to 200 packs per minute (double lane models)

Steel structure with height-adjustable feet

Steel plate bearing the machine movements

Chromed or galvanized moving parts

Adjustable, fully mechanic labels stock with 900-mm-capacity

Flashing beacon to warn the tape/labels are running out

Accident-prevention guards made in aluminum and polycarbonate

The machine is engineered and manufactured
according to Machinery Directive 98/37EC,
Electrical Safety Directive 93/68 EC and
Electromagnetic Compatibility Directive 89/336
EC and it is supplied with EC label.


